1 CONDUCTOR NO. 12
600 V. TO BALLAST

CENTER OF LIGHTING STANDARD

\

OR PHOTO CELL

PLUG VACANT CABLE OPENING
AT LAST LIGHT AS PER
MANUFACTURER’S RECOMMENDATIONS

TYPE K.T.K. FUSE 10 AMP. FOR 400 W.
& 700 W.: 15 AMP. FOR 1000W.

70 FUSED “Y”"

—_

HANDHOLE ————/”’///E

CONNECTOR TYPE 11

SUFFICIENT SLACK SHALL BE

PROVIDED TO PERMIT BRINGING
CONNECTORS THROUGH HANDHOLE
FOR TESTING., REFUSING., ETC.

70 FUSED "Y”

N

1 CONDUCTOR SIZED AS SPECIFIED-600 V.
CABLE FROM ADJACENT LIGHT.______/,//”'////

i

™~

14

H—

AND OF FOUNDATION
———NEUTRAL CONDUCTOR

COMPRESSTON CRIMPIT CONNECTOR
BURNDY VC-C OR EQUAL

NOTE:

A. CIRCUIT 240V.-3 WIRE WITH

NEUTRAL GROUND (UNLESS SPECIFIED
OTHERWISE)

B. GROUND ROD READING 25 OHM

\

——UNFUSED “Y" CONNECTOR
TYPE TI1I

GROUND NUT

\\\\\*—1 CONDUCTOR SIZE AS SPECIFIED-600 V.
INSULATED GROUNDING CABLE.

TO FUSED "Y"

/

CONNECTOR TYPE 11

CONNECTOR TYPE 11

TO COMPRESSION

—T0 COMPRESSION
CRIMPIT CONNECTOR

‘ﬁf:}o PLUGGED UNFUSED “Y”

CRIMPIT CONNECTOR  ——

5.$ ~ —~ - y.d
TO PLUGGED —
UNFUSED "Y" / CIRCUIT CABLE CONNECTION

CONNECTOR TYPE [11

AT LIGHT POLE

CONNECTOR TYPE 111
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